CITIZEN

Mobile Printer
CMP-20(11)/30(I) (ESC/POS, CPCL)

Windows Driver Manual

VER.1.04

CITIZEN SYSTEMS JAPAN CO,, LTD.



CMP-20(11)/30(ll) Windows Driver
Caution

(1) You are hereby notified that any dissemination, distribution or copying of this document without written
consent is strictly prohibited.

(2) The contents of this document are subject to change without prior notice.

(3) We tried to ensure the content of this document but if you find any mistakes, please let us know.

(4) Regardless of article (3), we cannot be responsible for any damages/influences caused by the use of this
driver.

(5) If you do not agree any of above, you are not allowed to use the driver.

Trade marks

Microsoft, Windows 2000, Windows XP, Windows Server 2003, Windows Vista, Windows 7, Windows8,
Windows 2012 Server, Windows10, Visual Basic, Visual C++, Visual C#, .Net, Microsoft Word, Microsoft
Access and TrueType are trademarks of Microsoft Corporation.

All other company names or product names are the trademarks or registered trademarks of their respective
holders.

CITIZEN is a registered trade mark of Citizen Watch Co., Ltd., Japan.
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CMP-20(11)/30(ll) Windows Driver

1. About This Document
This document describes about installation steps, uninstallation steps and function of Window driver for
CMP-20, CMP-30, CMP-201l and CMP-30lII.
The driver function depends on the emulation and CMP-20 supports only ESC/POS emulation and CMP-
2011/30/30I1 support both ESC/POS and CPCL emulation.
“CMP-30 Label” is used for the explanation about CPCL and “CMP-30 Receipt” is used for the explanation
about ESC/POS.
Type Il (CMP-20II/CMP-30) uses same driver as type | (CMP-20 / CMP-30).

2. Support OS
The driver supports following OS.

Microsoft Windows 2000
Microsoft Windows XP
Microsoft Windows 2003 Server
Microsoft Windows Vista
Microsoft Windows 2008 Server
Microsoft Windows 7
Microsoft Windows 8
Microsoft Windows10
Microsoft Windows 2012 Server

3. Driver Installation
3-1 Preparation of Driver Installation
CD-ROM which comes with printer includes the Windows driver for CMP-20(11)/30(ll).

And latest driver can be downloaded from our web site as well.

If the interface is Bluetooth, Serial or WLAN, check the COM port or TCP/IP address before starting driver

installation. If the interface is serial, check the serial port setting by self-printing.

Run the driver installer file “CMP-xOWinDriverxxxENG.exe”.

(x0 is 20 or 30 and xxx means the version of the driver installer.).

CMP-20l1, 30 and 301l have emulation setting and either ESC/POS or CPCL can be chosen.
CMP-20/2011/30/3011 Receipt driver is only for ESC/POS and CMP-2011/30/30II Label driver is only for CPCL.

The combination of printer’'s emulation setting and chosen driver needs to be correct for printing.
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3-2 Installation for USB interface

Before connecting printer, run “CMP-xOWinDriverxxxENG.exe” to start driver installation.
Press “Yes” at “User Account Control” message.

Then the installer extracts the driver files to c:\CMP-x0 1.X and shows the dialogue below.
Choose the model (emulation) to install driver and press “Installation”.

If necessary, you can install both drivers together.

& CITIZEN CMP-40 Maobile Printer Installation Program

Madel Information

Model Mame CITIZEM CMP-40
Ih=taller Wersion : 3
Driver Wersion 1.12

[JSITIZEN GMP-40 Label
[JCITIZEM CGMP-40 Receipt

Progress Status :

@ | - @ Exit(E)




Then you see the dialogue to below.

CMP-20(11)/30(ll) Windows Driver

You need choose correct OS, Codepage and Port. Press OK after choosing correct settings.

Select 0S5 Infomation Dialog

25 Information
Windows MT 351 Windows HP

Windows 55 Windows 2003
Windows S8 Windows Wista
Windows hE Windows 2008

Windows MNT 4.0 Windows 7

W idowms 2072

Processor @ S2-Bit 0=

Code Page ©  United States (437)

Windows 2000 2 Windows Bx or 10

-

Printer Fort

o -

When you see the message below, connect printer to the PC, turn the printer on and press “OK”.

USE Connection Warning

2. Turn on the printer.
J. Click "OR" button.

QF,

1. Connect USE Printer to Desktop
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When you see Windows security message below, choose “Install”.

[=7] Windows Security @
Would you like to install this device software?

. Mame: CITIZEM Printers
ﬁ; Publisher: CITIZEM SYSTEMS JAPAN CO,, LTD.

[T Always trust software from "CITIZEM SYSTEMS Install ] | Don't Install |

JARPAN CO., LTD.".

'jj' You should only install driver software from publishers you trust. How can [ decide which device
software is safe to install?

The installation is finished with the message below.

Installation Cornpleted !!!

Printer Driver Installation Completed

-

WOK
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3-3 Installation for Serial, Bluetooth or WLAN interface

Before connecting printer, run “CMP-xOWinDriverxxxENG.exe” to start driver installation.
Press “Yes” at “User Account Control” message.

Then the installer extracts the driver files to c:\CMP-x0 1.X and shows the dialogue below.
Choose the model (emulation) to install driver and press “Installation”.

If necessary, you can install both drivers together.

& CITIZEN CMP-40 Maobile Printer Installation Program

Madel Information

Model Mame CITIZEM CMP-40
Ih=taller Wersion : 3
Driver Wersion 1.12

[JSITIZEN GMP-40 Label
[JCITIZEM CGMP-40 Receipt

Progress Status :

@ | @ Exit(E)




Choose the COM port for serial or Bluetooth. If interface is WLAN, choose TCP/IP.

Select OS Infomation Dialog

05 Information

Windows NT 351 Windows P

Windows 95 Windows 2003
Windows 98 Windows Vista
Windows ME Windows 2002

Windowes MT 4.0 Windows 7

Windows 2012

Proceszor : |22-Bit 0=

Ciode Page :  United States (437)

Printer Port SO

Windows 2000 @ Windows 8 x or, 108

v« [0

If you choose COM port, you see the message below.

Choose Yes for Bluetooth and choose No for Serial interface.

-,

Driverlnstaller Bl

! . Using Bluetooth(SPP] ¥

| Y¥es | [ Mo

CMP-20(11)/30(ll) Windows Driver

If you choose WLAN interface (TCP/IP), enter TCP/IP address of printer in the dialogue below.

Printer I[P Address

IP Address 192 . 148 . O

QF,
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The installation is finished with the message below.

Installation Cornpleted !!!

Printer Driver Installation Completed




3-4 Serial Port Setting

For Serial port, you may need to change port setting.

CMP-20(11)/30(ll) Windows Driver

In “Devices and Printers”, choose CMP-40 drive icon and right-click. Then choose “Printer properties”.

r )

E=N ol =<~
{ puv‘ﬂ_ﬁ « Hard... » Devi.. » - |¢f| | Search

Add a device Add a printer ¥ -] * @
y See what's printing
l / Set as default printer
:@\"/ Printing preferences bl
CITIZEM CMP-30 Erinter properties E
Receipt

Create shortcut

- Troubleshoot -

CITI Remove device

g Properties

L

Choose "Port” tab and press “Configure Port”.

P

e CITIZEN CMP-30 Receipt Properties

Crevice Settings | Printer Commands | lain I Layout Barcode I 20 Ciode

Laogo Frinting | ‘Watarhdark I Coupan I Text Switching Ciantrals | “wesion

General | Sharing | Farts | Adwanced I Calor Managemeant

I Security

p.  CITIZEN CMP-30 Receipt
e P

Print to the following port(s). Docurnents will print to the first free
checked port.

Port Description Printer

[] cOMB:  Serial Port
[ comME:  Serial Port
[ com7:  Serial Port
[ CcomD:  Serial Port
[ coma:  Serial Port
[ CcoM3:  Serial Port
Serial Port CITIZEM CMP-30 Receipt

K|

’ Add Port... ] ’ Delete Port l ’ Configure Port...

Enable bidirectional support

[] Enable printer pooling

[ Ok ] [ Cancel

] Apply

You can change the Bits per second (Baud rate), Data bits, Parity, Stop bits, and Flow control here.

- 10 -
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COME Properties
Fort Setlings

Bits per second: ({5400 e
Data bits: (g |
Parity |Mene |
Stop bits: || |
Flow cantrol [None |

[ Restore Defaults |

[ Ok ] [ Cancel ] ' ﬂ:u!:uh,r

- 11 -



4. Driver Uninstallation
1) Move to “C:\CMP-x0 1.X" folder and run “DriverUninstaller.exe”.
or you can do the same from “Uninstall a program”.
2) Choose the driver to uninstall and press “Uninstallation(D)".

(YYou can uninstall both drivers altogether.)

CMP-20(11)/30(ll) Windows Driver

& CITIZEN CMP-30 Mobile Printer Uninstallation Program

Madel Information

Model Name CITIZEM CMP-30
Ih=taller Wersion a1
Driver Verzion 1.92

[WCITIZEN GMP-30 Receipt
MTITIZEMN CMP-30 Label

Progress Status :

@ Unirstallation D) é Exit(E)

When you see the message below, press OK to complete the uninstallation.

Uninstallation Complete !!

Reztart can take effect to computer

Fleaze restart the computer !N

VI Rebooting

- 12 -



CMP-20(11)/30(ll) Windows Driver
5. Driver for Receipt (ESC/POS)

5-1 Driver Function
5-1-1 Printer Commands
You can add command to the top/bottom of print data generated by the driver.
“Begin Document” is added to the top of print data. “End Document” is added to the bottom of print data.

Paper feeding length at the end of printing can be changed as well.

=

e CITIZEM CMP-30 Receipt Properties @
Logo Printing I ‘Waterhdark I Coupon I Text Switching I CantralA I Wt sion
Genaral I Sharing I Farts I Advan ced Color Managemant I Security
Device Sattings | Frinter Commands | Main Layout I Batcode I a0 Ciode

Begin Document
Emulation Commands[Examples1bw7 000]

End Document #1
Emulation Commands[Example:x1 b7 0b00]

End Document #2
0 Mumber of Line Feeds[0-99]

[ Ok, ] [ Cancel ] Apply

- 13 -



5-1-2 Print Order

Eéél CITIZEM CMP-30 Receipt Properties

(=3

Logo Printing I ‘Waterhdark I Coupon I Text Switching I CantralA I Wt sion

General I Sharing I Farts

I Advanced I Color Managemant I Security

Device Sattings I Printer Commands | r‘-"|’El"'l| Layout I Batcode I a0 Ciode
Fezolution
@ 203 203
Calor
Calor @ Mon ochrome
Copie s
Copies : i -
Collate || Rewerse Print Order
¢ ¢ ¢
1 2 3
1 2 3

Ok,

J |

Cancel

]

Apply

CMP-20(11)/30(ll) Windows Driver

You can change the order of printing pages for multiple pages or multiple copies printing.

If you want reverse order, click "Reverse Print Order”.

- 14 -



5-1-3 Print Orientation and Adjusting Printing Size

=0 CITIZEM CMP-30 Receipt Properties

(=3

Logo Printing I ‘Waterhdark I Coupon I Text Switching I CantralA I Wt sion

Genaral I Sharing I Farts I Advanced I Color Managemant I Security

Device Sattings I Printer Commands I Main | Layout | Batcode I a0 Ciode

Faper Type

ﬂ Pre—defined Driver Paper Size

803297 mm[P20] v]

User Defined Paper Size

Faper Width : | 720 |mm [10-0100]
Papar Height: | 2970 mm [ 254 - 227601

Orientation
. Prewiew
@ Portrait ABC
5] [T
_! Land=scape o

|7| Rotated by 1 30 Degrees

[] Adiust Printing Size
Width : 100 |k

Height : 100 |k

[ Ok, ] [ Cancel

Apply

This tab allows following function.

CMP-20(11)/30(ll) Windows Driver

Choosing paper size, defining own paper size, choosing page orientation and adjusting printing size.

- 15 -



5-1-4 Barcode

Eéél CITIZEM CMP-30 Receipt Properties

(=3

Logo Printing I ‘Waterhdark I Coupon I Text Switching I CantralA I Wt sion
Genaral I Sharing I Farts I Advanced Color Managemant I Security
Device Sattings I Printer Commands I Main Layout |53r'3':'dE _____ | a0 Ciode
Font Mame : lBarcude‘I v]
Type - |UPC-A -
Width - 32 [2-6]
Height - 162  [1-255]
HRI Position © Nt Printed -|
HRI Font
@ FontA [12x24] FontB [9x17]
FontC FontD

—T—

Cancel

]

Apply

CMP-20(11)/30(ll) Windows Driver

You can define barcode type, size and HRI setting for Font name Barcodel through Barcode8.

- 16 -



5-1-5 2D Code

Eéél CITIZEM CMP-30 Receipt Properties

(=3

Logo Printing I ‘Waterhdark I Coupon I Text Switching I CantralA I Wt sion

General I Sharing I Farts I Adwvanced

Color Managemant I Security

Crevice Sattings I Frinter Commands I lin

Layout I Batcode |

Faont Mame : 95 Faints
20-Codel
Barcode Type : [pDF41 7 v]
Module Size : [-2 v]— Lot

Calumns : [4 T]

Te=t Printing

1234867330

20 Code

Cancel

—T— g

]

Apply

CMP-20(11)/30(ll) Windows Driver

You can define 2D barcode type, module size, column number, error correction level to the Font hame 2D-

Codel through 2D-Code8.

- 17 -



5-1-6 Logo Printing
Two ways of logo printing are supported.

One is printing logo data registered in NV memory. The

CMP-20(11)/30(ll) Windows Driver

other one is printing BMP file.

For the timing of logo printing, Start/End of Document or Start/End of page can be selected.
Horizontal position can be selected for NV logo. Dithering type, density and size can be selected for BMP file

printing. Logo Utility is installed together with driver and when you press “Logo Download”, the utility appears.

E%SI CITIZEM CMP-30 Receipt Properties

[

General I Sharing I Farts I Adwvanced

Color Management I Security

Cewice Settings I Printer Commands I hain Layout

Barcode I 20 Code

Logo Printing | Waterhark I Ciou pon I Text Switching

Contrali I Wt sion

Start of ment
End ofDocument
Start of Page
Frnd nfPars

Loga Commnload ..

[Lc\gc\ in Printer Flash[MY Graphic] -

Alienment : Mumber[1-255] i

Left

Flight ) CITIZEN CMP-30 Receipt Properties ==
Genearal I Sharing I Farts I Adwvanced Color Management I Security
Drevice Settings I Printer Commands I Main Layout Barcode I 20 Code
Logo Printing | WaterMark I Cioupon I Text Switching Con tralA I Wersion

Start of Document
End ofDocument
Start of Fage Al
Frnd nfPars
Logo Selection : [Select Image from File v]
File : Search File ...
Dithering : | Opdarad Dit Preview and Print out
Alienment: || . q

Erightness

Light Crark.

|:| Size
oM 1004
[ Ok, J [ Cance| ] [ Apphy ]

- 18 -
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Logo utility appears by “Logo Download” button.

CITIZEN SYSTEMS Logo Setup 2.20 X
File List Preview
Mo, Name Size
Wwidth : [0 Height : 11
Logo Files : 0 / 255 HalfTone Brightness
Logo size total : 0/ 250 KBytes T —— Light Dark
OError Diffusion | :
Open file Remove Reset O Indexed Order
Logo Prinfout About
Quality Printer Driver CITIZEN CMP-20 v CITIZEN SYSTEMS Logo Setup 3.20
® 3ingle Highwide Bt
g Range U
pload
O Double Wide ® All CI;I‘.IZ‘E;N"
O Double High O Selection Printout
O Double Highwide
g I:l Erase
Euit

- 19 -



5-1-7 Water Mark

Eéél CITIZEM CMP-30 Receipt Properties

(=3

General I Sharing I Farts

I Adwvanced

Color Management I Security

Ditheting ! | Ordered Ditt

Frinting Position :

Left Up
Erightneszs
Light Crark
|:| Size
ul.} 1005

Dewice Settings I Printer Commands I hdain

Layout

Barcode I 20 Code

Logo Printing | ‘Waterhark | Coupon I Text Switching

Contralb I Wt sion

Search File ...

Preview and Print out

[ oK

J |

Cancel ] [ Applhy

]

CMP-20(11)/30(ll) Windows Driver

Choose the bitmap file for watermark and specify the printing position, density and size.

- 20 -
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5-1-8 Coupon Printing
) CITIZEN CMP-30 Receipt Properties ==
General I Sharing I Farts I Adwvanced Color Management I Security
Dewice Settings I Printer Commands I hdain Layout Barcode I 20 Code
Logo Printing | ‘Waterhark | Coupon I Text Switching Con tralb, I Warsion

Search File ...

Preview and Print out

Ditheting ! | Ordered Ditt

Frinting Position :

Left Up
Erightneszs
Light Crark
|:| Size
ul.} 1005

] [ Cancel ] [ Applhy ]

- 21 -
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) CITIZEN CMP-30 Receipt Properties ==
General I Sharing I Farts I Adwvanced Color Management I Security
Dewice Settings I Printer Commands I hdain Layout Barcode I 20 Code
Loro Printing I ‘Waterhiark | Cioupon | Taxt Switching Con tralb, I Wersion

{zing Goupaon Prinfing:

File : Search File ...
Dithering : | Ordered Ditt Preview and Print out
Frinting Pasition :

After Cut Paper

Eriehtness
Lieht Crark.
[(]ize
0N 10084
Copy
[ Ok, ] [ Cancel ] [ Applhy ]

This is similar function as BMP file logo printing or water mark printing.

Choose BMP file, dithering type, vertical printing position, density and size.

- 22 -



5-1-9 Replacing Text

Eéél CITIZEM CMP-30 Receipt Properties

(=3

General I Sharing I Farts I Adwvanced

Color Management I Security

Crevice Settings I Frinter Commands I ain Layout

Replace Printing
Switching Key

Original text

Replace with te:xt

Celete Key

Cropping Function

Top: oo mm  Bottom: oo

Loeo Printine I Waterhdark, I Coupon | Text Switching

Add Key Enter the new switching key.

Barcode I 20 Code

Contralb I Wt sion

oK ] |

Cancel ] [ Applhy ]

The text in the print data can be replaced with other text by this function.

There are limitations to use this function.

- 23 -
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5-1-10 ControlA

CMP-20(11)/30(ll) Windows Driver

You can define command sequence to any character of controlA device font and when the character is

printed as controlA, the command is executed instead of printing.

For example, WordPad on old version Windows allows to use controlA as font. Font size is 8.5.

Document - WordPad

File Edit View Insert Format Help

e & # oo By

contralf ~ 85  + estern ~ B 7 U B E = =

5 ----- E] TR oo I A D [ 1 L T gae -;EED [T T R S
#

For example, if you print “#” as controlA font, the command sequence defined as “#” will be executed.

Defining on each character can be done from the same driver property page.

e CITIZEM CMP-30 Receipt Properties @
General I Sharing I Farts I Adwvanced Color Management I Security
Dewice Settings I Printer Commands I hdain Layout I EBarcode I 20 Code
Logo Printing I ‘Watarhark, I Coupon I Text Switching | Controls | Warsion

Controld Command
Char Hex Command

20 o~
! 21
" 22
¥ 23
E= 24
= 25
& 26
' 27
( 23 il
b i

Edit ‘ ‘ Delete
[ Ok, ] [ Cancel ] [ Applhy

]

%

If you press “Edit” button, Editor appears
- 24 -



'

ControlA E&'rtm

Char Hex

Command

12007

Then command data is defined.

Eéél CITIZEM CMP-30 Receipt Properties

General I Sharing I Farts I Adwvanced Color Management I Security

Layout I EBarcode I 20 Code

Crevice Settings I Frinter Commands I ain

Logo Printing I ‘Watarhark, I Coupon I Text Switching | Controls | Warsion

Controld Command

Hex Command

20 -
! 21 M

Char

12002

Delete

[ ok, ] [ Cancel ] [ Applhy

]

CMP-20(11)/30(ll) Windows Driver

- 25 -
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5-2 Driver Device Font

5-2-1 Font for Characters
This driver supports following device font for character printing.
Using this function, printing is much faster than graphic printing.

There are limitations to use these fonts.

Font name Size(Dot) Size(Point) Printed font

FontAll (24 X 12) 8.5 Font A: Hx1 / Vx1
FontAl12 (24 X 24) 17 Font A: Hx2 / Vx1
FontA21 (48 X 12) 8.5 Font A: Hx1 / Vx2
FontA22 (48 X 24) 17 Font A: Hx2 / Vx2
FontA24 (48 X 48) 34 Font A: Hx2 / Vx4
FontA42 (96 X 24) 17 Font A: Hx4 / Vx2
FontA44 (96 X 48) 34 Font A: Hx4 / Vx4
FontA48 (96 X 96) 68 Font A: Hx4 / Vx8
FontA84 (192 X 48) 34 Font A: Hx8 / Vx4
FontA88 (192 X 96) 68 Font A: Hx8 / Vx8
FontB11 (17 X 9) 6 Font B: Hx1 / Vx1
FontB12 (17 X 18) 12 Font B: Hx1 / Vx2
FontB21 (34 X9 6 Font B: Hx2 / Vx1
FontB22 (34 X 18) 12 Font B: Hx2 / Vx2
FontB24 (34 X 36) 24 Font B: Hx2 / Vx4
FontB42 (68 X 18) 12 Font B: Hx4 / Vx2
FontB44 (68 X 36) 24 Font B: Hx4 / Vx4
FontB48 (68 X 72) 48.5 Font B: Hx4 / Vx8
FontB84 (136 X 36) 24 Font B: Hx8 / Vx4
FontB88 (136 X 72) 48.5 Font B: Hx8 / Vx8

5-2-2 Font for Barcode and 2D Code
This driver supports following barcode/2D barcode font for barcode/2D barcode printing.
If you choose barcode font and enter necessary data, barcode can be printing.

There are limitations to use these fonts.

Barcode

Font name Font size (Point) Printed Barcode
Codabar(NW7) 18/35.5/53/71 Codabar

Codel28 18/35.5/53/71 Code 128

Code39 18/35.5/53/71 30f9

Code93 18/35.5/53/71 Code 93

ITF 18/35.5/53/71 Interleaved 2 of 5
JAN13(EAN13) 18/35.5/53/71 JAN(EAN)13
JANB(EANS) 18/35.5/53/71 JAN(EAN)8

UPC-A 18/35.5/53/71 UPC-A

UPC-E 18/35.5/53/71 UPC-E

Barcodel-8 28.5 Defined barcode
2D barcode

Font name Font size (Point) Printed 2D Barcode
PDF417 8.5 PDF417

QR Code 8.5 QR Code
2D-Codel-8 8.5 Defined 2D barcode

Refer to section 5-1-4 and 5-1-5 for the details of Barcodel-8 and 2D-Codel-8.

- 26 -



5-2-3 Font for Special Function

You can use special function by printing following character using “control” font.

Each character will not be printed. Font size of “control” is 8.5.

Character

S X G T IO X s<c~TwnwT~SooT Nog

‘|

Function

Horizontal tab (HT)

Line feed (LF)

Print (CR)

No print HRI characters with barcode

Print HRI characters above barcode with font A
Print HRI characters below barcode with font A
Print HRI characters above barcode with font B
Print HRI characters below barcode with font B
Enable smoothing

Disable smoothing

Align characters to the left

Align characters to the center

Align characters to the right

Print No.1 data in NV memory with normal size
Print No.2 data in NV memory with normal size
Print No.3 data in NV memory with normal size
Print No.4 data in NV memory with normal size
Print No.5 data in NV memory with normal size
Print No.1 data in NV memory with x4 size
Print No.2 data in NV memory with x4 size
Print No.3 data in NV memory with x4 size
Print No.4 data in NV memory with x4 size
Print No.5 data in NV memory with x4 size

- 27 -
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6. Driver for CPCL (Label)
6-1 Driver Function

6-1-1 Page Setup

Lﬂ._'a CITIZEM CMP-30 Label Properties

(3]

Name[M] (351 inch [72.7 mm x 25 40 mml]

General I Sharing I Farts I Advanced I Color Management Security
Device Settings || Paee Sefup 1 MediaSetup | BarDode Font Warsion
Faper

Delate[D]

M-up Function

Y

Addl 4] Edit[E]
Preview Orientation
@ Portrait
k7 Tk ST 10 Rotate
I Landscape
oav ‘l Re=olution
S Re solution : [qna % 203 OF
Advanced

-]

2008 - 201 3 (CICITIZEM
Creweloped By CITIZERM

] [ Cancel| ] Apply

Function of this tab
New page size can be created here.

180 degrees rotate printing can set here.

2 columns or 3 columns printing can be chosen by N-up Function.

- 28 -
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New page size

CMP-20(11)/30(ll) Windows Driver

By pressing “Add” or “Edit”, the dialogue below appears. You can enter the size here.

Paper Edit @
L, .
- "
+ a *
b
b d+ b
Faper = e
e P e
[ED R = tom L ab
Label Size Label Side Gap
Width(a): 1040 Leftic): 125
HEiEhﬂ:E): 101 6 High‘t(ﬂ): 195
k. | | Cancel

- 29 -



6-1-2 Media Setup

r-

) CITIZEM CMP-30 Label Properties

(=3

General I Sharing I Farts I Advanced I Color Management Security
Crevice Settings I Page Setup | ______ r‘-"|'E':||’El5'Et'-|I:'| BarCode Font Wersion
Media Setting Speed Setting
Print hethod: [Direct Thermal v] D Using Current Setling
. i Print Speed: [gpeed 3
Print Me dis: [L:al:-el with Gap ,] x
Label G Crensity Setting
abel Gap:
F 34 mm |:|L|5ing Current Setling
Mark Haight: 31 mm Drensity : [:]
Frint After Back-Feeding
BackFeed @ g -
Ok, ] [ Cancel ] Apply

This tab allows following settings.

Print Media (Label with Gap/Label with mark/Continuous)

Print Speed (Current Setting, Speed 0 through Speed 5)

Density (Current Setting, Density O through 3

Back feed before print (No, Yes).
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6-1-3 Barcode Font Setup

r-

) CITIZEM CMP-30 Label Properties

(=3

General I Sharing I Farts

I Advanced I Color Management I Security

Device Settings I Page Setup I Media Setup | ______ E Elrl3':":|'E|:':‘|'lt| e FEion
Crevice BarCode Font List
Crevice Font Mame BarCode Type
CITIZEM BarCode 1 Ciode 39 5td. or Extended
CITIZEM BarCiode 2 Code 39 with Chechk Digit
CITIZEM BarCode 3 Code 39 Full ASCI
[ Ok, ] [ Cancel ] Apply

Choose the Barcode font from the list and press “Modify”.

Then set the barcode

e

BarCode Font Editor

BarCode Options
BarCode Name

symbology :

Marrow Bar Size

Orientation :

CITIZEN BarCode 1
Code 39 Std. or Extended +|

0.25mm ~| HRI:
1% v| Rafio : |2.D -

OF

| ‘ Cancel |

Choose type of barcode on Symbology.
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CMP-20(11)/30(ll) Windows Driver
6-2 Driver Device Font

6-2-1 Font for Characters
This driver supports following device font for character printing.
Using this function, printing is much faster than graphic printing.

There are limitations to use these fonts.

Font name Size Size Printed font
(W x H Dot) (Point)

CITIZEN Font0-0 8x9 45 Font 0 Size 0
CITIZEN Font0-1 16 x9 45 Font O Size 1
CITIZEN Font0-2 8x18 9 Font O Size 2
CITIZEN Font0-3 16 x 18 9 Font O Size 3
CITIZEN Font0-4 32x18 9 Font O Size 4
CITIZEN Font0-5 16 x 36 18.5 Font O Size 5
CITIZEN Font0-6 32x 36 18.5 Font O Size 6
*CITIZEN Font1-0 ?x 48 17 Font 1
CITIZEN Font2-0 20x 12 4.5 Font 2 Size 0
CITIZEN Font2-1 20x 24 8.5 Font 2 Size 1
*CITIZEN Font4-0 ? x 47 16.5 Font 4 Size0
*CITIZEN Font4-1 ?x94 33 Font 4 Sizel
*CITIZEN Font4-2 ?x 45 16 Font 4 Size 2
*CITIZEN Font4-3 ?x90 32 Font 4 Size 3
*CITIZEN Font4-4 ?x 180 64 Font 4 Size 4
*CITIZEN Font5-0 ?x24 8.5 Font 5 Size 0
*CITIZEN Font5-1 ?x 48 17 Font 5 Size 1
*CITIZEN Font5-2 ? X 46 16.5 Font 5 Size 2
*CITIZEN Font5-3 ?x92 325 Font 5 Size 3
CITIZEN Font6-0 28x27 9.5 Font 6
CITIZEN Font7-0 12x24 8.5 Font 7 Size 0
CITIZEN Font7-1 12x48 17 Font 7 Size 1

* = Proportional font

6-2-2 Font for Barcode
This driver supports following barcode/2D barcode font for barcode/2D barcode printing.
If you choose barcode font and enter necessary data, barcode can be printing.

There are limitations to use these fonts.

Barcode font name Font size (Point) Printed barcode
CITIZEN Barcode 1 8/9/10/11/12/14/16/18/20/22/24/26/28/36/48/72 Define barcode
CITIZEN Barcode 2 8/9/10/11/12/14/16/18/20/22/24/26/28/36/48/72 Define barcode
CITIZEN Barcode 3 8/9/10/11/12/14/16/18/20/22/24/26/28/36/48/72 Define barcode
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