
libNPrint_sample 

operating instruction 
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File name  Function name Content 

libNPrint_sample.c main Program start 

fncTestSample Test sample （Status acquisition, Text print, Image print） 

fncGetDate Date, Time of character acquisition 

[File description] 
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[Print result] 

Print 2 sheets of the same image  

(File name：PrintSample.bmp) 
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Start 

End 

Select from 

following 3 

items 

Input other 

characters 

B OR b 

・・ omit ・ 

Described In the next page 

[Main processing flow] 

Execute NEnumPrinters Application end Test Sample start 

Print sample 

A OR a 

Test Sample 

End 

Y 

N 
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port open 

Input port name（：PRT001） 

[Main processing flow] 

Test Sample 

end 

Y 

N 

Print process 

start 

N 

・・ omit ・・ 

Described in the previous page 

Check status(*1) 

Print 

Waiting for printing completion 
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*1： Description details 

   Printer status (Displayed in hexadecimal) 

   Mobile name 

   F/W version 

   Boot version 

 

[Process flow] 
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(1) 

[Command execution result description] 

(2) 

(3) 

(4) 

(5) 

(6) 

(7) 

(5) 

(2) 

(1) 
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[Command execution result description] 

No Details 

(1) A OR a :  Execute NEnumPrinters method after creating and entering NPrinterInf file information 

B OR b : Test Sample start 

Other  : Application end 

(2) Test Sample end confirmation  

Y OR y : Test Sample end after returning to (1) 

E OR e : Test Sample continued 

(3) Entry connect port name (ex:PRT001) *refer to NPrinterInf file 

(4) Port open for port name entered at (3) 

(5) Start printing sample OR end confirmation 

S OR s : printing start 

E OR e : End printing, go to (7) 

(6) Status confirmation （status, model name, firmware version, boot version）, printing, waiting for printing end 

(7) Execute port closing process for port name entered at (3) and go to (2) 


